
OVERVIEW

KEY FEATURES

SPECIFICATIONS

Professional vehicle WiFi A/V mirror converter of tablet or 
smartphone to vehicle Stereo, which transfers the audio 
and video (live screen) to the vehicle Stereo. 
With this device, the user can display all applications & 
contents of the tablet or smartphone in the vehicle.

It is designed especially for the vehicle environment and 
featured with:
Universal: Compatible with all vehicle Audio AV-IN (CVBS) 
and HDMI.
Easy installation: Simple Plug and Play, no need for any  
software, driver or App.
Compatible: iOS and Android Devices.
Wireless User Experience: No need for any cables or  
adapters; It uses WiFi.
Auto Switching: Automatically switches between iOS   
and Android.

 o Input Voltage Range: 12Vdc
 o Connections: HDMI, USB (for Power Supply & Link cable  

 network adapter purposes, CVBS
 o SDRAM: DDR3 2G
 o Housing: Metallic
 o Network WiFi 802.1 ac/b/g/n Dual-band 2.4GHz+5GHz
 o Operating system: Linux
 o Multi-language support
 o Transmission Distance: Up to 20 Meters for Music and  

 15 Meters for Videos, Photo and PDF Files
 o Data Transmission Rate: Up to 8 Mbps
 o Dimensions: 86 x 58 x 18mm (L x W x D)
 o Working Temperature: 20ºC ~ 75ºC
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DUPLICADOR PANTALLA SMARTPHONE PARA VEHÍCULO
DUAL ANTENNA WIFI MIRRORLINK BOX

Duplicador profesional de pantalla de tablet o smartphone 
para transferir audio y vídeo (a tiempo real) al equipo de 
audio del vehículo. 
Gracias a este dispositivo, el usuario puede mostrar todas 
las aplicaciones y contenido del smartphone o tablet en el 
vehículo.

Diseñado especialmente para ambientes de automoción con 
las siguientes cualidades:
Universal: Compatible con todos equipos de audio que incor-
poren entrada de audio/vídeo compuesto y HDMI.
Fácil instalación: Simplemente conectar sin necesidad de 
software, drivers o aplicaciones.
Compatible: Dispositivos iOS y Android.
Experiencia “Wireless”: Sin necesidad de cables o adaptado-
res; funciona por WiFi.
Reconfiguración automática: Cambio entre dispositivos iOS y 
Android.

 o Rango de Voltaje de Entrada: 12Vdc
 o Conexiones: HDMI, USB (para alimentación o conexión  

 directa por cable), CVBS
 o SDRAM: DDR3 2G
 o Carcasa: Metálica
 o Red WiFi: 802.1 ac/b/g/n Doble Banda 2.4GHz+5GHz
 o Sistema Operativo: Linux
 o Idioma: Multilenguaje
 o Distancia de Transmisión: Hasta 20 metros para música  

 y 15 metros para vídeo, imágenes y archivos PDF
 o Ratio Transmisión de Datos: Hasta 8 Mbps
 o Dimensiones: 86 x 58 x 18mm (L x A x A)
 o Temperatura Funcionamiento: 20ºC ~ 75ºC
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